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2/5 



PROVIDING MULTIPLEXED 
30 H REGISTERS CONTAINING POWER 
CONTROL VALUES 



I 



32 - MEASURING A TRANSMIT POWER 



34 - 



RECEIVING THE TPC INFORMATION 



36- 



I 



DETERMINING WHETHER THE 
TPC INFORMATION CALLS FOR AN 
INCREASE OR DECREASE IN POWER 



I 



COMPARING THE NEW TPC INFORMATION TO 
THE LAST TPC INFORMATION, WHEREIN IF THE TPC 
INFORMATION IS THE SAME, CALCULATING A 

NEW POWER CONTROL VALUE AND WRITING 
THE NEW VALUE TO THE NEXT SELECTED REGISTER 



APPLYING THE VALUE OF 
40 H NEXT SELECTED REGISTER 
TO THE CONTROL CIRCUIT 
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4/5 



50- 



PROVIDING MULTIPLEXED REGISTERS, 
ONE REGISTER CONTAINING AN INCREASED 
POWER CONTROL VALUE, THE OTHER 
REGISTER CONTAINING A DECREASED 
POWER CONTROL VALUE 



52- MEASURING A TRANSMIT POWER 



54- 



PRECALCULATING AN INCREASED AND 
DECREASED POWER CONTROL VALUE USING 
THE MEASURED TRANSMIT POWER 



56- 



WRITING THE INCREASED AND DECREASED 
POWER CONTROL VALUES TO THEIR 
CORRESPONDING REGISTERS 



58 — 



RECEIVING THE TPC INFORMATION 



60- 



APPLYING THE VALUE OF APPROPRIATE 
REGISTER TO THE CONTROL CIRCUIT 



